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Specifications

Attribute Value

Electrical Performance Data

Current Rating 3.0A AC/DC maximum (per pin)

Voltage Rating 250V AC/DC maximum

Contact Resistance ≤ 20 mΩ initial

Insulation Resistance ≥ 1000 MΩ minimum

Dielectric Withstanding Voltage 500V AC to 1000V AC for 1 minute (sea level)

Mechanical & Physical Layout

Number of Positions 3 Pins (Single row configuration)

Orientation 90-Degree / Right-Angle / Horizontal PCB Entry

Pin Pitch Options
Standard Industrial: 2.54 mm (0.100"); Compact Low-Profile: 2.00 mm
or 1.50 mm

Mounting Style
Through-Hole Solder Tail (or surface mount option depending on tail
format)

Locking/Mating Style Integrated friction lock block with alignment slot/keyway

Material & Environmental Specifications

Housing Insulator
High-Temperature Thermoplastic (typically PBT, Nylon 6T, or LCP),
UL 94V-0 flammability rated

Contact Pins Material Copper Alloy (Brass or Phosphor Bronze)

Contact Plating Selective Gold flash over Nickel or pure Tin plating on solder tails

Operating Temperature Range -40°C to +105°C (up to +130°C for automotive-grade components)


