
C2096 10 06FN

Specifications

Attribute Value

Key Technical Performance

Current Rating
2A to 7.5A maximum per contact (depending heavily on wire gauge
applied).

Voltage Rating 250V AC/DC.

Contact Resistance Max 10 mΩ initially.

Insulation Resistance 1,000 MΩ minimum.

Dielectric Strength 1,000V AC to 2,000V AC for 1 minute without breakdown.

Temperature Operational Range
-25°C to +105°C (standard thermoplastic) / -55°C to +130°C for
premium nylon applications.

Material Specifications

Housing Base Material
Thermoplastic Nylon 6/66 (or UL 94V-0 rated flame-retardant
compound).

Contact Material Match Phosphor Bronze or Copper Alloy core base.

Terminal Plating Profile Pre-tinned or Nickel-plated contact interfaces.

Mechanical Fit & Dimensions

Pitch Spacing
2.54mm (0.100") row/pin spacing for PCB layouts or standard
unsealed automotive 090 blade groupings.

Connector Style
Boxed / Shrouded layout providing explicit polarized mating and
strain-relief channel mounts.

Applicable Crimp Terminal
Compatibility

Standard Terminal Technologies TT-1524 / TT-1525 Series socket
inserts or equivalent 0.100" drop-in terminals.


