
MS3106E16S-4S

Specifications

Attribute Value

General & Mechanical Specifications

Manufacturer / Brand Amphenol Industrial (and compatible MIL-C-5015 manufacturers)

Product Type / Category Circular MIL-Spec Connector (Straight Plug)

Series MS 5015 / MIL-DTL-5015

Shell Size 16S

Shell Style Straight Cable Connector (Style 3106)

Shell Construction / Class
Class "E" – Environment Resistant (includes a cable clamp for strain
relief at the end)

Shell Material Aluminum Alloy

Shell Plating Olive Drab Zinc

Mating / Coupling Style Threaded (Standard MS/5015)

Unit Weight ~2.44 oz (69 g)

Electrical Specifications

Number of Positions / Contacts 2 Pins

Contact Gender Socket (Female)

Insert Arrangement 16S-4

Current Rating 13 A per contact

Contact Material Copper Alloy

Contact Plating Silver

Wire Gauge Range 22 AWG to 16 AWG

Termination Style Solder cup

Part Number Breakdown (MS3106E16S-4S)

MS3106 Straight plug, cable-connected

E Environment-resistant design with integrated cable clamp

16S Shell size 16S

-4 Insert arrangement code (2-position layout)

S Socket / Female contact gender


